
 

 

 
Figure 118:        Option B12. 2026 PM peak actual flows, pcu 

 

 
Figure 119:        Option B12 minus Option B. 2026 PM peak actual flows, pcu 

 



 

 

 
Figure 120:        Option B12. 2026 PM peak link and maximum junction turning movement VoC, % 

  



 

 

OPTION B13 
1.5.72 Option B13 is based on Option B but assumes that the connection between the Tesco’s roundabout 

and the A321 Finchampstead Road is removed and the bridge on the eastern section of the SWDR 
is not delivered (the Waterloo Road level crossing remains operational). Schematic presentation of 
Option B13 alignment and test assumptions are shown in figure 121. 

 
Figure 121: Option B13 assumptions 

 
1.5.73 Modelled flows predicted under Option B13 are presented in figure 122 for the AM peak and figure 

125 for the PM peak. To understand the impact of not providing the connection, Option B13 flows 
have been compared against Option B flows and the changes in flows are demonstrated in figures 
123 and 126 for the AM and PM respectively (Option B13 flows minus Option B flows). Links 
coloured in various shades of green are predicted to carry higher volumes of traffic when the 
connection is not provided whereas those links coloured in different shades of blue are likely to carry 
less traffic. 

1.5.74 Figures 124 and 127 show link VoC and maximum junction turning movement VoC in the AM and 
PM peaks. The maximum junction turning movement VoC is the highest VoC across all turning 
movements at a junction. In general, a VoC value of 85% and below indicates spare capacity. A VoC 
value of between 85% and 100% means that a junction or a turning movement operates within, but 
approaching, capacity with signs of queuing and delays whereas a VoC value of 100% and above 
indicates that the junction operates at or above capacity, resulting in queues and delays. 

1.5.75 In Option B13 the traffic that used to use the SWDR re-routes via the A329 London Road, Peach 
Street, Denmark Street and Finchampstead Road north of Oakey Drive. Some of the traffic is 



 

 

forecast to use Easthampstead Road and Murdoch Road to access Denmark Street via the junction 
with Langborough Road. The traffic reassignment has a wider effect with increases in traffic flows 
also predicted along the NWDR. 

1.5.76 An increase in traffic flows along the A329 London Road and in Wokingham Town Centre results in 
worsening of congestion at a number of junctions in Option B13 when compared to option B. The 
western end of the SWDR remains to be congested in Option B13 with the VoC values approaching 
or exceeding 100% both in the AM and PM peaks. 

 
 

 
Figure 122:        Option B13. 2026 AM peak actual flows, pcu 

 



 

 

 
Figure 123:        Option B13 minus Option B. 2026 AM peak actual flows, pcu 

 

 
Figure 124:        Option B13. 2026 AM peak link and maximum junction turning movement VoC, % 

 



 

 

 
Figure 125:        Option B13. 2026 PM peak actual flows, pcu 

 

 
Figure 126:        Option B13 minus Option B. 2026 PM peak actual flows, pcu 

 


